NEVADA DI VI SI ON OF ENVI RONMVENTAL PROTECTI ON

FACT SHEET
(pursuant to NAC 445A. 236)

Permittee Nanme: City of Henderson (CCOH)
240 Water Street
Hender son, Nevada 89015

Permt Nunmber: NEV2003509

Description of D scharqge

Locati on: Cty of Henderson Water Reclamation Facility (COHWRF)
200 At hens Avenue
Hender son, d ark County, Nevada 89015

Latitude: 360 05 07"N Longitude: 115 10" 00"W
Section 36, T. 21S., R 62E NMDB&M

Characteristics: The Permittee is currently operating under
tenporary permt #TNEV2003355 for COHWRF onsite construction dewatering
di schar ges. This permt is for the sane discharges of punped

groundwater from dewatering wells at the facility site. The purpose of
the dewatering is to allow continued dewatering for construction of new
expanded facility upgrades at the plant. G oundwater depth averages 25
feet below ground surface. G oundwater underlying the facility is
inpacted by the regional perchlorate plune which ranges in
concentration from 5700 mcrograns per liter to 9700 mcrograns per
liter. O ganic chemcals in groundwater are non-detect wth the
exception of chloroform of 140 mcrograns per liter. The remai ni ng
groundwater quality constituents are characteristic of the shallow
nui sance water aquifer with a TDS concentration of approximtely 4500

ppm

Fl ow. 0. 500 M& (350 gpn) 30-day average. Punpi ng rates average 350
GPM however it can range from O to 350 GPM depending on construction

activity and the relative depth to groundwater. Dewatering is
anticipated to continue until |ate 2007.

Quantities: The Permttee wll be required to nonitor flow,
chloroform TDS, and Perchlorate in the discharged water. G oundwater

nmonitoring for TDS, Chlorides, Ntrate as N, Perchlorate, chloroform
groundwater elevation and static water level is required from four
nmonitoring wells (#2-8, #2-6, #2-3 and # 2-14)

Ceneral: The Permttee currently operates a dewatering network of
seven wells which are nanifolded together and discharge to pond #13
north of the plant. The proposed permt wll cover additional

construction dewatering discharge locations on site, which include the
COHWRF evapor ati on- percol ati on ponds nunbered 10, 11, and 12, and or 13
which is in use.
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Procedures for Public Comment:

The Notice of the Division's intent to issue a permt authorizing the
facility to discharge to the groundwater of the State of Nevada subject
to the conditions contained within the permt, is being sent to the Las
Vegas Revi ewJournal and the Henderson Home News for publication. The
notice is being nmailed to interested persons on our mailing Ilist.
Anyone wi shing to comment on the proposed permt can do so in witing
for a period of 30 days followi ng the newspaper publication date of the
public notice. The comment period can be extended at the discretion of
t he Adm ni strator.

A public hearing on the proposed determ nation can be requested by the
applicant, any affected State, any affected interstate agency, the
Regi onal Admnistrator or any interested agency, person or group of
per sons.

The request nust be filed wthin the coment period and nust indicate
the interest of the person filing the request and the reasons why a
hearing is warranted.

Any public hearing determned by the Admnistrator to be held nust be
conducted in the geographical area of the proposed discharge or any
other area the Admnistrator determnes to be appropriate. Al public
heari ngs nust be conducted in accordance with NAC 445A. 238.

The final determnation of the Admnistrator nmay be appealed to the
State Environmental Comm ssion pursuant to NRS 445A. 605.

Pr oposed Determ nati on

The Division has made the tentative determnation to issue the proposed
permt for a five (5) year period.

Pr oposed Schedul e of Conpli ance and Speci al Conditions

By Septenber 30, 2003, a Dewatering Water D scharge Managenent Pl an
shall be submtted to NDEP for review and approval. The docunent shall
be stanped and signed by a Registered Nevada Professional Engi neer and
submtted to Nadir Sous, 1771 E. Flamngo Road, Suite 121-A Las Vegas,
Nevada 89119.

Rationale for Permt Requirenents

Monitoring is required to nonitor the quantity and quality of
gr oundwat er di schar ged to t he evapor at i on- percol ati on ponds.
G oundwater is nonitored to determne if any changes in concentration
or quality occur in underlying groundwater over the tineframe of the
di schar ges.

Prepared by: lcyl C. Milligan
August 2003
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